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Mini PC Series Quotation

Item No. Product pic Product description TYPE Packing

F1

GOLE F1: 5-inch Intel tablet PC
CPU: Intel Cherry trail T3(Quad-core ) Z8350, 1.44-1.84GHz
GPU: Intel Gen 8-LP
Screen: 5" 720x1280IPS
Touch panel: G+P, 5 points touch
RAM: 4GB DDR3
Storage: eMMC 64GB

Dual OS: compatible with both Windows 10 and

Android 4.4

Wireless: Wi-Fi 802.11B/G/N/AC with external antenna
Bluetooth: v4.0 Battery:2600mAh
Certificate:CE,ROHS,FCC

4+64G

Unit size:135x90x20mm
G.W./set: 0.85kgs
Packing
box:16.2x16.2x6.54cm
Outer carton: 36x36x40cm
Q'ty/CTN: 20pcs
18KG/CTN



F2

GOLE F2: 7-inch Intel tablet PC ,Support win 10 and

android 4.4

CPU: Intel Baytrail-T CR (quad-core )Z3735F, 1.33-1.83GHz
GPU: Intel Gen 8-LP
Screen: 7" 800x1280IPS
Touch panel: G+P, 5 points touch
RAM: 2GB DDR3
Storage: eMMC 32GB
Wireless: Wi-Fi 802.11B/G/N with external antenna
Bluetooth: v4.0
Speaker: 2 pieces x 8 ohm/1.5W
Connector: 1 x HDMI (v1.4), 1 x earphone jack, 1 x USB 3.0, 3 x
USB 2.0, DC charge, TF card slot
Others: support wire and wireless keyboard and mouse, flash
11, HTML 5, browser, HDMI video 1080p output, decoding 4k
video
Certificate:CE,ROHS,FCC

2+32G

Unit size:17.5x11.5x5cm
G.W./set: 0.81kgs
Packing box:27x15x6.5cm
Outer carton:60x38x34cm
Q'ty/CTN: 20pcs
18KG/CTN

2+64G

F1 PLUS

GOLE1 Plus: 8-inch Intel tablet PC ,Windows 10 OS

Touch panel: G + P, 8-point touch
RAM: 4GB DDR3
Storage: NAND flash 64GB (optional 128GB)
Wireless: Wi-Fi 802.11 B/G/N dual band
Bluetooth: V4.0
Windows OS languages: default in English (supports multiple
languages)
Lithium battery: 6000mAh work for about 2 hours

2+32G

Unit size:19.9x13.6x2.7cm
G.W./set: 1.14kg
Packing
box:23.6x17.5x7cm
Outer carton:
49*37*36cm
Q'ty/CTN: 10pcs
14KG/CTN4+64G



Others: supports wire and wireless keyboard and mouse, flash
11, HTML 5, browser, HDMI video 1080p output, recording 4K
video
Accessories: power adapter 5V/3A, English user's manual, HDMI
cable and holder
Certificate:CE,ROHS,FCC

4+128G


